MINM Eatal 2005-14

Machinery

June 17, 2005 (Washingten)
Sandl & Gravel ©peration
Operating Engineer/echanic
32 years; eld

Eive years mining| EXperience



Overview

Fhevictin was remoeving the teggle plate
seat firem the pitman en a Jaw. crusher. He
Was standing en a tempokary. platierm wWhen
the bolts holding the teggle seat were
removed, causing the pitman te meve and
strike him.






Causal Factors

Management poelicies, standaras, and contrels
Were inadeguate. Procedures Were notin place
10, ensure that' the: pitman was; blocked against
Nazardous motien helore the teggle seat Wedge
90]tS WEle removea.

Standards and centroels were inadeguate. INe
task training Was: provided to; the miners
[egarding the removal of the teggle seat on the
Jaw: crusher ter make them: aware of the: health
and safety aspects of the: task.




Best Practices

ERsure that miners receive: task training
prior te allewing them te) perform
MalRtenance or repailk on machinery or
equipment.

[DISCUSS e Work procedures, Including all
possikle hazards (C Risk Assessment ) and
ensure the manufacturers
[ecemmendations: are followed for: all
[epair Work.



Best Practices

Befiere Woerking) on equipment, lock out the
POWErN and BIeck equIpMERt COMPORERLS
against alll pessinle metion/movement
resulting| firom a sudden| release off Energy.

[ petentiall hazards; er prescrhned
proceadures; are unclear, DO NOT proceead
bRt all safiety CORcerns are adeguately
lesolved.
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